MODEL 200 SHOWN

ASSEMBLY INSTRUCTIONS

Your POWER-TRIM is shipped with all bolts in the
proper place for assembly; they need only to be re-
moved and assembled according to the fallowing
guide.

1. Remove the two lower bolts on the handle (#1).
Pivot handle an remaining two bolts to the proper
position and insert the bolts into the same hole,
Tighten all four handle bolts,

2. Take the control plate assembly (#2) and assem-
ble to handle in position shown in picture.

3. Remove the cotter pin in the control Rod (#3) and
insert Rod into side bracket, using washer on each
side of the flat bar. Replace cotter pin.

4. Place throttle cable under cable clip (#4),

5. Assemble lifting handle into position shown in
picture, being careful not to tighten boltinengine
too tight (#5). (This handle not supplied with
Honda engine maodels or Model 150),

NOTE: Some models are shipped with the handle

completely remaved. In this case position the

handle as shown, insert all four bolts and tighten,

Remove the two small throttle screws, position the

throttle control as shown and tighten the screws
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FOR MODELS
200 300-H 308
300 150 308-H
200-H 208-H 208-V

IMPORTANT

Before operating this machine,
be sure operator has familiarized
himself with Safety and Operating
instructions contained in this manual.

NOTICE

This equipment is not equipped with a
spark arresting muffler. Certain states
require an approved arresting muffler
should this equipment be operated in or
near forest areas, brush covered or
grassy areas, which could catch fire from
a spark leaving the muffler.

A WARNING: A

The engine exhaust from this product

contains chemicals known to the State
of California to cause cancer, birth
defects, or other reproductive harm.







